
Gear Pumps
Group 4

The Danfoss Group 4 is a range of peak performance fixed-displacement 
gear pumps. Constructed of a high-strength extruded aluminum body with 
aluminum cover and flange, all pumps are pressurebalanced for 
exceptional efficiency.

General Information

•Wide range of displacements from 60 to 200 cm3 /rev [from 3.66 to 12.2 in3 /rev]
• Continuous pressure rating up to 220 bar [3191 psi]
• Speeds up to 3000 min-1 (rpm)
• SAE and European standard mounting flanges
• High quality case hardened steel gears
• Multiple pump configurations in combination with SNP1NN, SNP2NN and
SNP3NN

Group 4 gear pumps attributess

Technical data for TAP4NN

TAP4NN pump model Frame size

60 85 106 130 148 180 200

Displacement cm3/rev [in3/rev] 58.0
[3.54]

83.3
[5.08]

103.4
[6.31]

126.1
[7.69]

143.8
[8.77]

174.1
[10.62]

194.3
[11.86]

Peak pressure bar [psi] 230
[3335]

230
[3335]

230
[3335]

230
[3335]

220
[3190]

180
[2610]

160
[2320]

Rated pressure 220
[3190]

220
[3190]

220
[3190]

220
[3190]

210
[3045]

170
[2465]

150
[2175]

Minimum speed min-1 (rpm) 650 650 600 550 500 500 480

Maximum speed 3000 3000 2500 2500’ 2400 2400 2400

http://www.danfoss.com


Shaft, flange, and port configurations

Motor Code Flange Shaft Port

TAP4NN 01BA

pilot Ø 63.5 mm
[2.5 in]

European 01, 4-
bolt

1:8 tapered
European

flanged port +
pattern

TAP4NN 01DA

pilot Ø 63.5 mm
[2.5 in]

European 01, 4-
bolt

Spline DIN 5482
B35x31xL44

European
flanged port +

pattern

TAP4NN 01FA

pilot Ø 63.5 mm
[2.5 in]

European 01, 4-
bolt

Parallel Ø30-Key
8x7xL50

European
flanged port +

pattern

TAP4NN 02RA
pilot Ø 127 mm
[5.0 in] SAE C, 2-

bolt

Splined-SAE
J498-14T

Vertical four bolt
flanged port

TAP4NN 02GA
pilot Ø 127 mm
[5.0 in] SAE C, 2-

bolt

Parallel Ø31,75-
Key 7,962x7x36

Vertical four bolt
flanged port
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BC319660010597

Porting F7 1-1/4 GAS

Threaded GAS (BSPP)F8 1-1/2 GAS

F9 1-3/4 GAS

GE 32x62x7/16-14UNC

Flanged port with the holes in + pattern UN threadGF 38x72,5x1/2-13UNC

GK 48x72,5x1/2-13UNC



TAP4NN - 01FA, 01DA, and 01BA

mm
[in]

TAP4NN – 01FA, 01DA, 01BA dimensions

Frame size 060 085 106 130 148 180 200

Dimension A 84
[3.3]

89
[3.5]

93
[3.66]

97.5
[3.84]

101
[3.98]

107
[4.21]

111
[4.37]

B 168
[6.61]

178
[7.0]

186
[7.32]

195
[7.68]

202
[7.95]

214
[8.42]

222
[8.74]

Inlet C 36 [1.42] 45 [1.77] 56 [2.2]

D 62 [2.44] 72.5 [2.85] 92 [3.62]

E M10 M12 M12

Outlet c 30 [1.18] 36 [1.42] 45 [1.77]

d 56 [2.2] 62 [2.44] 72.5 [2.85]

e M10 M10 M12
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TAP4NN - 02RA, and 02GA

mm
[in]

TAP4NN – 02RA, 02GA dimensions

Frame size 060 085 106 130 148 180 200

Dimension A 87
[3.42]

92
[3.62]

96
[3.78]

100.5
[3.96]

104
[4.1]

110
[4.33]

114
[4.49]

B 171
[6.73]

181
[7.13]

189
[7.44]

198
[7.79]

205
[8.07]

217
[8.54]

225
[8.86]

Inlet C 38.1 [1.5] 50.8 [2.0]

D 35.71 [1.4] 42.88 [1.69]

E 69.85 [2.75] 77.77 [3.06]

F 1/2-13UNC 1/2-13UNC

Outlet c 31.8 [1.25] 38.1 [1.5]

d 30.18 [1.19] 35.71 [1.4]

e 58.72 [2.31] 69.85 [2.75]

f 7/16-14UNC 1/2-13UNC
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Dimensions

-SAMER has become a preferred Hydraulic Supplier with many Manufactorers because offers 
the best of what really matters: the hardware at the internal core of the Machine Application.

-SAMER offers following services:
--Systems design with pumps and motors in closed and open loop circuits including valves,
--Sale of hydraulic components and electronic devices.
--Commissioning and start up on machinery.
--Repair of hydraulic components
--Postsale and service troubleshoot on phone

SAMER S.r.l. C.da Molino 58/C - Campofilone FM - 63828 Tel: +39 0734 340364 - 06 30818297 - Cell.+39 348 6937145
info@samer.company - www.samer.company
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